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Length Measurement
16'-10 1/2"

MarkL
Length Measurement
22'-1/8"

MarkL
Length Measurement
14'-9 7/8"

MarkL
Length Measurement
51'-7 5/8"

MarkL
Length Measurement
55'-9 1/2"

MarkL
Length Measurement
52'-8"













L1.03

L1.04

L1.02

LEGEND

EXISTING TREE TO BE RETAINED

EXISTING TREE TO BE REMOVED

OFFSITE TREE

NOTE: PLEASE SEE SHEET L1.04 FOR TREE

RETENTION CALCULATIONS AND NOTES



MATCHLINE - SEE SHEET L1.04

M
AT

CH
LI

N
E 

- S
EE

 S
H

EE
T 

L1
.0

3

STEEP SLOPE LINE (TYP.)

10' STEEP SLOPE BUFFER (TYP.)

15' STEEP SLOPE BUFFER SETBACK (TYP.)

WETLAND (TYP.)

PROPOSED COMBINED WETLAND AND STREAM BUFFER (TYP.)



MATCHLINE - SEE SHEET L1.04
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PROPOSED COMBINED WETLAND
AND STREAM BUFFER (TYP.)

15' SETBACK FROM PROPOSED
COMBINED WETLAND AND
STREAM BUFFER (TYP.)

STREAM (TYP.)



TOTAL ONSITE TREES:
(OUTSIDE OF CRITICAL AREAS)

TOTAL ONSITE DIAMETER INCHES:
(OUTSIDE OF CRITICAL AREAS)

DIAMETER INCHES PROPOSED FOR RETENTION:
(OUTSIDE OF CRITICAL AREAS)

DIAMETER INCHES PROPOSED FOR REMOVAL:
(OUTSIDE OF CRITICAL AREAS)

TREE RETENTION CALCULATIONS
371

7,781

1,392 (17.88%)

6,395 (82.12%)

MATCHLINE - SEE SHEET L1.02 MATCHLINE - SEE SHEET L1.03

1. FOR TREE INVENTORY AND DATA SHEETS, REFER TO "ARBORIST

REPORT" BY GREENFOREST INC.

2. A TREE DESIGNATED FOR RETENTION SHALL NOT HAVE THE SOIL

GRADE ALTERED WITHIN ITS DRIPLINE OR WITHIN FIFTEEN (15) FEET

OF ITS TRUNK, WHICHEVER IS GREATER.

NOTES

WETLAND (TYP.)



L2.03L2.02



MATCHLINE - SEE SHEET L2.04
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STEEP SLOPE LINE (TYP.)

10' STEEP SLOPE BUFFER (TYP.)

15' STEEP SLOPE BUFFER SETBACK (TYP.)

WETLAND (TYP.)

PROPOSED COMBINED WETLAND AND STREAM BUFFER (TYP.)

STREET TREE (TYP.)

GROUNDCOVER (TYP.)

EXISTING ONSITE TREE TO
BE RETAINED (TYP.)

OFFSITE TREE (TYP.)

10' TYPE III LANDSCAPE BUFFER (TYP.)

PROPOSED TREE (TYP.)
SEE LANDSCAPE

SCHEDULE



MATCHLINE - SEE SHEET L2.04
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L2
.0

2

PROPOSED COMBINED WETLAND
AND STREAM BUFFER (TYP.)

15' SETBACK FROM PROPOSED
COMBINED WETLAND AND
STREAM BUFFER (TYP.)

STREAM (TYP.)

END 4' HT. CHAIN LINK FENCE

BEGIN 4' HT. CHAIN LINK FENCE

PLAY STRUCTURE,
SEE PROJECT NOTES

SAFETY SURFACING
BENEATH PLAY STRUCTURE

TIMBER PLAY AREA EDGING

BENCH, SEE
PROJECT NOTES

PICNIC TABLE, SEE
PROJECT NOTES

STREET TREE (TYP.)

GROUNDCOVER (TYP.)

EXISTING ONSITE TREE TO BE RETAINED (TYP.)

OFFSITE TREE (TYP.)

TREE WITHIN CRITICAL AREA (TYP.)

PET WASTE STATION, SEE PROJECT
NOTES

CONCRETE WALK
AND PAD

10' TYPE III LANDSCAPE BUFFER (TYP.)

PROPOSED TREE (TYP.)
SEE LANDSCAPE
SCHEDULE



REPLACEMENT TREES QTY BOTANICAL NAME COMMON NAME

                                  56 ACER CIRCINATUM VINE MAPLE

                                  84 TSUGA MERTENSIANA MOUNTAIN HEMLOCK

STREET TREES QTY BOTANICAL NAME COMMON NAME

                                  28 ACER GINNALA `FLAME` FLAME AMUR MAPLE

TYPE III LANDSCAPE BUFFER TREES QTY BOTANICAL NAME COMMON NAME

                                  17 ABIES LASIOCARPA ALPINE FIR

                                  9 RHAMNUS PURSHIANA CASCARA

SHRUB AREAS QTY BOTANICAL NAME COMMON NAME

                                  11,912 SF TYPE III LANDSCAPE BUFFER SHRUBS AND GROUNDCOVER VISUAL BUFFER

GAULTHERIA SHALLON
SPIRAEA DOUGLASII
VACCINIUM OVATUM

ASARUM CAUDATUM

GROUND COVERS QTY BOTANICAL NAME COMMON NAME

                                  4,437 SF ARCTOSTAPHYLOS UVA-URSI KINNIKINNICK

                                  5,536 SF LAWN LAWN

SALAL
DOUGLAS SPIREA
EVERGREEN HUCKLEBERRY

WILD GINGER

SHRUBS

GROUNDCOVER

SIZE SPACING COMMENTS

7`-8` HT. MIN. AS SHOWN

7`-8` HT. MIN. AS SHOWN

SIZE SPACING COMMENTS

2" CAL. MIN. AS SHOWN STREET TREE QUALITY

SIZE SPACING COMMENTS

6` - 8` MIN HT. 20` O.C. WELL-BRANCHED

1.5" CAL. MIN. 20` O.C. WELL-BRANCHED

SIZE SPACING COMMENTS

1 GAL. MIN. 2` O.C. FULL & BUSHY

SIZE SPACING COMMENTS

1 GAL. 18" O.C.

9.   LANDSCAPING

9.1. LANDSCAPING REVIEW IN RIGHT-OF-WAY (ROW) IS LIMITED TO UTILITY CONFLICTS AND TRESS IN ACCORDANCE WITH THE MASTER STREET TREE PLAN, COMPLIANCE WITH CONDITIONS IN THE LAND USE PERMIT, ROADS, SITE
DISTANCE VISIBILITY, AND CONSISTENCY WITH CENTRAL ISSAQUAH PLAN STANDARDS. THE SAME APPLIES TO MINI PARKS, UNLESS PLAY EQUIPMENT IS INVOLVED WHICH WOULD BE REVIEWED FOR SAFETY.

9.2. INCLUDE ABOVEGROUND UTILITIES (I.E. LIGHT POLES, HYDRANTS, STREET SIGNAGE, ETC.) ON ALL PLAN SUBMITTALS.  PLACE THE FOLLOWING NOTES ON ALL LANDSCAPE PLANS SUBMITTED FOR CITY OF ISSAQUAH:

9.2.1. CONTRACTOR IS RESPONSIBLE FOR VERIFYING THE LOCATIONS OF ALL UNDERGROUND UTILITIES PRIOR TO COMMENCEMENT OF WORK; AND TO PROTECT SAID UTILITIES FROM DAMAGE DURING PLANT INSTALLATION.

9.2.2. CONTACTOR SHALL OBTAIN AND PAY FOR ALL NECESSARY PERMITS AND FEES AS REQUIRED BY APPLICABLE CODES AND ORDINANCES FOR THIS WORK.

9.2.3. CONTRACTOR SHALL PROVIDE PROTECTION OF ALL PROPERTY, PERSONS, WORK IN PROGRESS, STRUCTURES, UTILITIES, WALKS, CURBS AND PAVED SURFACES DURING THE INSTALLATION OF LANDSCAPE AND IRRIGATION
WORK.

9.2.4. CONTRACTOR SHALL KEEP ALL AREAS OF WORK CLEAN, NEAT AND ORDERLY AT ALL TIMES.  ALL PAVED AREAS ARE TO BE CLEANED FOLLOWING PLANTING AND MAINTENANCE ACTIVITIES.

9.2.5. CONFLICTS BETWEEN APPROVED PLANTING PLANS, LANDSCAPE PERFORMANCE STANDARDS AND EXISTING FIELD CONDITIONS SHALL BE IDENTIFIED TO THE DIRECTOR OR DESIGNEE PRIOR TO PLANTING.

9.2.6. PROPOSALS FOR PLANT SUBSTITUTIONS, LOCATION ADJUSTMENTS, SOIL AMENDMENTS OR ANY VARIATIONS FROM THE APPROVED PLANS SHALL REQUIRE PRIOR APPROVAL BY THE DIRECTOR OR DESIGNEE.

9.2.7. SOILS LOCATED IN PLANTING AREAS THAT HAVE BEEN COMPACTED TO A DENSITY GREATER THAN THAT PENETRABLE WITH A HAND SHOVEL (APPROX. 85%), SHALL BE LOOSENED TO INCREASE AERATION FOR A MINIMUM
DEPTH OF 18 INCHES FOR THE ENTIRE AREA OF THE COMPACTED SOILS UTILIZED FOR LANDSCAPE PURPOSES. IMPORTED TOPSOIL SHALL BE INCORPORATED INTO LOOSENED SUB GRADE TO A MINIMUM DEPTH OF 6”.

9.2.8. VERIFICATION OF THE NEED FOR ADDITIONAL SOIL AMENDMENTS WILL BE MADE AT THAT TIME.  RECOMMENDED AMENDMENTS SHALL BE APPLIED PRIOR TO PLANTING (SEE CITY OF ISSAQUAH CODE REQUIREMENTS
REGARDING SOIL AMENDMENTS HERON).

9.2.9. USE OF FERTILIZER, ORGANIC OR SYNTHETIC SLOW-RELEASE TYPE, AND PESTICIDES OF ANY KIND SHALL ONLY BE PERMITTED BY THE DIRECTOR OR DESIGNEE.  PERMITTED APPLICATIONS OF PESTICIDES SHALL BE APPLIED
BY LICENSED APPLICATORS ONLY.  ALL USE OF FERTILIZERS, PESTICIDES, AND HERBICIDES SHALL COMPLY WITH BEST MANAGEMENT PRACTICES FOR ISSAQUAH HIGHLANDS. APPLICATIONS OF ALL PESTICIDES, HERBICIDES,
AND FERTILIZERS SHALL BE MADE IN A MANNER THAT WILL INHIBIT THEIR ENTRY INTO WATERWAYS, WETLANDS, AND STORM DRAINS.

9.2.10. ALL PLANT MATERIAL SHALL MEET CURRENT AMERICAN ASSOCIATION OF NURSERYMAN STANDARDS FOR NURSERY STOCK (ANSI 260.1) REQUIREMENTS.  PLANT SIZES FOR BUFFERS AND PARKING LOTS SHALL CONFORM TO
STANDARDS OUTLINED IN ISSAQUAH MUNICIPAL CODE SECTION 18.12.140.

9.2.11. ALLOW 24 HOURS MINIMUM NOTIFICATION FOR INSPECTION REQUEST.  PLANT MATERIAL THAT HAS BEEN APPROVED FOR INSTALLATION SHALL BE PLANTED WITHIN 24 HOURS.  INSTALLATION SHALL NOT BE CONDUCTED
UNDER ADVERSE WEATHER CONDITIONS WITHOUT PRIOR APPROVAL OF THE DIRECTOR OR DESIGNEE.  PLANT MATERIAL THAT CANNOT BE PLANTED WITHIN ONE DAY FOLLOWING ARRIVAL SHALL BE HEELED-IN, KEPT MOIST
AND PROTECTED AT ALL TIMES FROM EXTREME WEATHER CONDITIONS.  PLANTS SHALL BE STORED AT THE SOLE RESPONSIBILITY OF THE CONTRACTOR.

9.2.12. TREE PITS SHALL BE A MINIMUM OF THREE TIMES (3X) THE DIAMETER OF THE TREE'S ROOT MASS.  ADDITIONAL AERATION MAY BE REQUIRED AS DIRECTED BY THE DIRECTOR OR DESIGNEE.  ADD WATER TUBES TO THE TREE
PLANTINGS IN PAVED AREAS.

9.2.13. STREET TREES SHALL BE SYMMETRICAL AND UNIFORM IN APPEARANCE, SIZE AND STRUCTURE.

9.2.14. STREET TREE AND SHRUB SETBACKS SHALL BE CONSISTENT WITH ADOPTED CITY OF ISSAQUAH STREET STANDARDS, AND MEET THE FOLLOWING GENERAL REQUIREMENTS UNLESS OTHERWISE DIRECTED BY THE DIRECTOR
OR DESIGNEE:

9.2.15. TREES WILL NOT BE PLANTED IN LOCATIONS THAT COULD LEAD TO ROOTS DAMAGING SIDEWALKS OR CURBING.

9.2.16. TREES WILL NOT BE PLANTED TO OBSTRUCT VEHICULAR LINES-OF-SIGHT AT TRAFFIC INTERSECTIONS AND DRIVEWAYS OR TO OBSTRUCT STREET LIGHTING, SIGNAGE OR TO RESULT IN A SAFETY CONCERN.

9.2.17. TURF AREAS SHALL CONSIST OF A LOW WATER USE SEED MIX THAT IS WELL ADAPTED TO THE REGION.  SPECIFIC SEED SELECTION SHALL BE CHOSEN BASED ON SOILS, MAINTENANCE EXPECTATIONS AND PROPOSED USE OF
THE PLANTING AREA.

9.2.18. PLANT MATERIALS SHALL BE GUARANTEED FOR A PERIOD OF THREE YEARS TO REMAIN IN A HEALTHY AND ATTRACTIVE MANNER.  TO INSURE THIS OCCURS THE APPLICANT SHALL PROVIDE A CASH DEPOSIT OF 50% OF THE
VALUE OF THE PLANT MATERIAL AND IRRIGATION PRIOR TO CONSTRUCTION PERMIT SIGN-OFF. PLANT MATERIAL THAT HAS LOST MORE THAN 30 PERCENT OF ITS NORMAL FOLIAGE SHALL BE REPLACED AS DIRECTED BY THE
DIRECTOR OR DESIGNEE.

9.2.19. ALL PLANTING AREAS TO RECEIVE 2” DEPTH APPROVED MULCH.

9.2.20  LANDSCAPE PERFORMANCE BOND SHALL NOT BE RELEASED WITHOUT CITY OF ISSAQUAH ACCEPTANCE.

9.2.21  THE CITY SHALL APPROVE PLANT LAYOUT ALONG 56TH AND 221ST STREET FRONTAGE PRIOR TO PLANT INSTALLATION.  CALL FOR INSPECTION AT LEAST 48 HOURS IN ADVANCE OF PLANTING: DAVID FAVOUR DSD (425)
837-3090

9.2.22 PRIOR TO INSTALLATION OF ANY PLANT MATERIAL, DOCUMENTATION SHALL BE PROVIDED TO THE CITY THAT THE ASSOCIATED IRRIGATION PLAN HAS BEEN REVIEWED BY THE CITY OF ISSAQUAH (OR EQUIVALENT AS
DETERMINED BY THE DIRECTOR OR DESIGNEE) AND ARE CONSISTENT WITH THE WATER BUDGET INDICATED IN THE PLAN SET; AND, ARE CONSISTENT WITH THE CITY OF ISSAQUAH WATER CONSERVATION STANDARDS.

9.2.23 CONTACT THE FOLLOWING CITY OF ISSAQUAH PERSONNEL FOR ASSISTANCE OR INFORMATION: MIKE MARTIN=  - (425) 837-3100

1.     SUBGRADE SHALL BE A MINIMUM OF EIGHT (8) INCHES BELOW FINISH GRADE. SUBSTANDARD SOILS SHALL BE REMOVED PRIOR TO ADDING AMENDMENTS.

2. INCORPORATE WATER AND NUTRIENT HOLDING MATERIALS INTO SOIL AS DEEP AS POSSIBLE (A MIN. OF 12"). USE  FULLY COMPOSTED ORGANIC MATERIAL.

3. SOILS WITHIN PLANTERS SHALL BE A GROWING MEDIUM THAT IS A COMBINATION OF ORGANIC AND INORGANIC MATTER SUCH AS AMERICAN HYDROTECH'S LITETOP GROWING MEDIUM.   

GENERAL LANDSCAPE NOTES

STANDARD PLANTING BED PREPARATION NOTES

SOIL AMENDMENTS – COMPOST, TOPSOIL AND SEED MIX SPECIFICATIONS: ALL NEW LANDSCAPE AREAS SHALL BE REQUIRED TO AMEND SOILS TO IMPROVE SOIL HEALTH AND NUTRIENT AVAILABILITY, INCREASE
POROSITY, INFILTRATION AND MOISTURE HOLDING CAPACITY AND SHALL MEET MINIMUM SPECIFICATIONS FOR SOILS, COMPOST, MULCHES AND SEED MIXES.

1.    SUBGRADE SHALL BE A MINIMUM OF EIGHT (8) INCHES BELOW FINISH GRADE. SUBSTANDARD SOILS SHALL BE REMOVED PRIOR TO ADDING AMENDMENTS.

2.    A SOILS ANALYSIS SHALL BE COMPLETED FOR ALL NEW PLANTING AREAS AND SHALL INCLUDE:

A.    A DETERMINATION OF SOIL TEXTURE, INDICATING PERCENTAGE OF ORGANIC MATTER.

B.    AN APPROXIMATED SOIL INFILTRATION RATE EITHER MEASURED OR DERIVED FROM SOIL/TEXTURE/INFILTRATION RATE TABLES.

C.    A MEASURE OF PH VALUE.

3.    SOILS FOR USE IN PROJECTS APPLYING LOW IMPACT DEVELOPMENT (LID) STANDARDS SHALL FOLLOW THE LID TECHNICAL GUIDANCE MANUAL FOR PUGET SOUND, SECTION 6.2, AMENDING CONSTRUCTION
SITE SOILS.

4.    FOR SOILS THAT WILL NOT ADEQUATELY PERCOLATE TO PROVIDE PROPER DRAINAGE FOR PLANT MATERIALS, A PLAN TO CORRECT THE SITUATION SHALL BE DEVELOPED BY THE LANDSCAPE ARCHITECT AND
APPROVED BY THE PLANNING DIRECTOR/MANAGER.

5.    GUIDELINES FOR MEETING MINIMUM STANDARDS ARE AVAILABLE AT THE PERMIT CENTER AND SHALL FOLLOW THE WASHINGTON STATE UNIVERSITY KING COUNTY EXTENSION SERVICES GUIDELINES FOR
SOIL CONDITIONS AND PLANT SELECTION.

CITY OF ISSAQUAH SOIL AMENDMENT REQUIREMENTS

PLANT SCHEDULE

PLAN SET OR AREA

PERMANANT

(S.F.)

TOTAL

LANDSCAPE

AREA (S.F.)

PLANTING BEDS 17,555

4.437

TEMPORARY

(S.F.)

IRRIGATION WATER

BUDGET GALLONS/YEAR

ESTIMATED WATER USE (EWU)

IN GALLONS/YEAR

IWB
EWU

164,595

1,361

DIFFERENCE BETWEEN IWB AND EWU (0 OR GREATER THAN IS GOOD)

 DIFFERENCE

165,956

POTABLE WATER IRRIGATION BUDGET CALCS.

PROJECT NOTES
1. PLAY STRUCTURE: MODEL PT16029 BY GAMETIME OR APPROVED EQUAL. TO BE

INSTALLED PER MANUFACTURER'S SPECIFICATIONS. 6' SAFETY FALL ZONE
SHALL BE PROVIDED AROUND THE PERIMETER OF ENTIRE PLAY STRUCTURE
WITH APPROVED SAFETY SURFACING PROVIDED BENEATH THE ENTIRE PLAY
STRUCTURE.

2. BENCH: MODEL BP-25 BY PACIFIC OUTDOOR PRODUCTS, OR APPROVED EQUAL.
TO BE INSTALLED PER MANUFACTURER'S SPECIFICATIONS.

3. PICNIC TABLE: MODEL PT-38 BY PACIFIC OUTDOOR PRODUCTS, OR APPROVED
EQUAL. TO BE INSTALLED PER MANUFACTURER'S SPECIFICATIONS.

4. PET WASTE STATION: MODEL 1003-L BY DOGIPOT OR APPROVED EQUAL. TO BE
INSTALLED PER MANUFACTURER'S SPECIFICATIONS.

5. ALL VEGETATION TO BE INSTALLED PER APPLICABLE CITY OF ISSAQUAH ZONING
CODE (SECTION 18.12) REQUIREMENTS.

6. STREET TREES TO BE MAINTAINED BY ADJACENT LAND OWNER.

7. STREET TREE PLANTING:
STREET TREE LOCATION IS APPROXIMATE. ADJUST AS NEEDED DUE TO 
CONFLICTS WITH UTILITIES AND/OR OTHER OBSTRUCTIONS ENCOUNTERED.
ROOT BARRIER TO BE INSTALLED ADJACENT TO ALL STREET TREES WITHIN A
MINIMUM DISTANCE OF 5' FROM SEWER, WATER LINES & STORM LINES (TYP.).

TREE DENSITY CALCULATIONS
ONSITE DEVELOPABLE AREA:

MINIMUM REQUIRED TREE DENSITY:
(4 TREES PER 5,000 SF)

PROVIDED TREE DENSITY:
RETAINED TREES:
STREET TREES:
TYPE III LANDSCAPE BUFFER TREES:
ADDITIONAL REPLACEMENT TREES:

328,007 SF / 7.53 AC

263 (328,007 SF / 5,000 SF = 65.6 * 4 TREES = 262.4)

263
69
28
26
140

LAWN 5,536 5,536

13,118



EQUAL

EQUAL

EQUAL

PLANT

SPACING PER

PLANT TYPE;

SEE

SCHEDULE

NOTE:

TO AVOID LANDSCAPE INTRUSION INTO

PATHS, THE FOLLOWING PLANTING SPACING

OFF-SETS FROM EDGE OF ALL PATHS, DRIVES,

ACCESS ROUTES, ETC. SHALL BE MET:

GROUND COVER: 18"

SMALL SHRUBS (UNDER 3' TALL): 30"

MEDIUM SHRUBS (FROM 3' TALL TO 6'): 42"

LARGE SHRUBS (OVER 6' TALL): 48"

DETAIL:  PLANTING GROUNDCOVER SPACING

NOTE:

1. INSTALL PRODUCT PER MANUFACTURER'S SPECIFICATIONS.

2. INSTALL PRODUCT A MINIMUM OF 3' BEYOND CENTER OF TREE IN EACH

DIRECTION PARALLEL TO UTILITY LINE.

3. ALL TREES LOCATED WITHIN CLOSE PROXIMITY TO UTILITIES TO RECEIVE ROOT

BARRIER.

INSTALL ROOT BARRIER ON ONE OR
BOTH SIDES AS NECESSARY

DETAIL:  ROOT BARRIER

2.0'

PLANTER STRIP

NOT TO SCALENOT TO SCALE



2% PITCH

- INSTALL 1/4"x2" "DUMMY" JOINTS W/ PRE-MOLDED JOINT MATERIAL
@12' O.C.

CONCRETE PAVING NOTES:

3" (TYP.)

- TOOL TO PROVIDE 1 4" "V" GROOVES @ 4' O.C. BETWEEN DUMMY JOINTS.

5'

4"

4"

3000 PSI CONCRETE SLAB
(MEDIUM BROOM FINISH)

SET FINISH GRADE BELOW PAVING
SURFACE AS REQ. TO ALLOW FOR FREE
DRAINAGE OFF OF PAVING AFTER
TURF/MULCH INSTALLATION (TYP.)

10X10X6X6 WWM

CRUSHED ROCK BASE COURSE
(COMPACT TO 95%)

SUBGRADE COMPACTED TO 95%

DETAIL: CONCRETE WALK PAVEMENT
NOT TO SCALE

DETAIL:  4' HT. CHAIN LINK FENCE
NOT TO SCALE

DOGI POT SPECIFICATIONS
NOT TO SCALE

BENCH SPECIFICATIONS
NOT TO SCALE

PICNIC TABLE SPECIFICATIONS
NOT TO SCALE

3'

12" ROUND SECTION
CONCRETE CLASS C
(TYP.)

TENSION WIRE

CHAINLINK FABRIC
BLACK POWDER COATED

TOP RAIL

STRETCHER BAR

FABRIC BAND

PULL POST 2" MAX.

8'

4'

NOTES:
1. MINIMUM POST LENGTH 8'-8".
2. ALL MATERIAL TO BE BLACK POWDER COATED WITH ONSITE TOUCHUP FOLLOWING INSTALLATION.

FINISHED GRADE

8'

12"

4"

18"

6"

4"

CONCRETE CURB W/ 1"

RADIUS EDGING

PLAY SURFACING

MATERIAL SHALL BE 4"

BELOW TOP OF CURB OR

WALK

EXPANSION JOINT

(IF ADJOINING

MATERIAL IS

CONCRETE)

SURFACE

VARIES, SEE

PLAN

SLOPE

PERIMETER DRAIN; 4" DIA.

PERFORATED PIPE;

CONNECT TO SITE STORM

DRAINAGE SYSTEM

ENGINEERED WOOD FIBER

GEOTEXTILE FABRIC

3

4

" DRAINROCK

COMPACTED SUBGRADE

2% SLOPE TOWARD DRAIN

FROM CENTER

2%

NOTE:

MAINTAIN MIN. FALL ZONE CLEARANCE FROM ALL

HARD SURFACES  PLAY EQUIPMENT PER EQUIPMENT

MANUFACTURER'S SPECIFICATIONS.

SCALE: NOT TO SCALE

DETAIL: PLAY EDGING (ADJOINING MISC. SURFACE)


